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3 Com and Planet VoIP Routers

3Com® Router 5000 Family Overview

High-performance, modular routers deliver end-to-end data and voice for corporate or remote branch offices. These routers offer feature-rich routing and advanced security and control features. A selection of Smart Interface Cards (SICs) and Multi-function Interface Modules (MIMs) provide scalable, efficient, and secure network operation. 


Features & Benefits 

Affordable, high-performance, enterprise WAN access routers 
The 3Com® Router 5000 family delivers flexible, cost-effective routing in a modular rackmount platform for the medium enterprise to small office. A selection of Smart Interface Cards (SICs) and Multi-function Interface Modules (MIMs), as well as Ethernet , ISDN, T1, E1, T3, E3 ATM, ADSL and serial (synchronous/asynchronous) ports, provide scalable, efficient, and secure network operation.

These routers provide high-speed processors, support for converged voice, data, and video, and deliver advanced security and control features. Industry standard protocols enable easy integration into your existing network.

The 3Com® Router 5682
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a rackmount modular router, comes equipped with eight MIM (Multi-function Interface Modules) slots that hold LAN and WAN interface modules for added flexibility in adapting your network to your immediate and future business needs.

The 3Com® Router 5642
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 is a rackmount unit which comes equipped with four MIM slots for flexible adaptability for your network.

The 3Com® Router 5232
$2159.61
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comes equipped with two 10/100BASE-TX ports and three MIM slots for LAN and WAN interface modules, all in a compact, rackmount unit.

The 3Com® Router 5012 
$698.09
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offers high-performance WAN access routing in a cost-effective, modular desktop platform. This router comes equipped with one 10/100BASE-TX and one serial port, and two SIC (Smart Interface Cards) and one MIM slots.

· Modular design provides flexibility and scalability in meeting changing business demands

· Routers come equipped with one to eight MIM (Multi-function Interface Modules) slots (depending on model), and two SIC (Smart Interface Cards) slots (Router 5012 only): add modules and cards as needed to accommodate network demands 

· High-speed processor addresses remote connectivity, routing and security needs

· MPLS VPN, advanced QoS and traffic management capabilities for converged voice, data, and video

· Advanced security and control features protect sensitive client and company data

· Resilience and redundancy features ensure network operation

· Enhanced graphical management.
http://www.3com.com/products/en_US/detail.jsp?tab=features&pathtype=purchase&sku=WEBBNCRT5000SYS
3Com® Router 6000 Family 
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Feature-rich, fault-tolerant and high-performance, modular routers deliver end-to-end converged data and voice for enterprise regional offices or large branch locations. These routers offer high-performance routing with advanced traffic management, security and control features. A selection of hot-swappable LAN and WAN Flexible Interface Cards (FICs) provide a scalable, efficient, and secure network operation. 
Features & Benefits 

High Performance and Fault-Tolerant Routers for the Enterprise 
The 3Com® Router 6000 Family of routers offer flexible, feature-rich resilient routing, from the core to the edge, delivering WAN connectivity at competitive prices. Two models, with differing number of slots, are available.

The 3Com Router 6080
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Price Range:  $3019-3165

is a rackmount unit which comes equipped with eight Flexible Interface Card (FIC) slots that hold LAN and WAN interface cards for added flexibility in adapting the network to immediate and future business needs. The power supply and fan are already installed. For redundancy, dual software images are included, and a second power supply can be installed. 
The Router 6040
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Price Range:  $1287-1420

offers the same features, but with four FIC slots.

The 3Com Router Processing Unit (required, ordered separately) comes with two 10/100 LAN ports, and provides the routing functionality, with support for IP/IPX, MPLS, OSPF, RIP V1/V2, IS-IS, BGP-4 routing, QoS, Multicast, VPN, firewall, and more.

· Eight slots (Router 6080) or four slots (Router 6040) for flexible configuration options

· Variety of LAN and WAN interface cards adapt the network to immediate and future business needs

· Advanced security and control: VPN, stateful firewall, encryption

· Voice and data integration: QoS, multicast routing

· Standards-based and interoperable: IP, IPX, RIP V1/V2, OSPF, BGP-4, MPLS, integrated IS-IS (IP)

· Next-generation ready: MPLS (Multi-Protocol Label Switching) VPN

· Resilience: hot-swappable interface cards, available redundant power, dual software images

· Includes fan and one power supply; second power supply can be installed for redundancy

· 3Com Router Processing Unit (required, purchased separately) enables routing functionality: full-featured IP and IPX routing for the enterprise

· For enhanced graphical management.

http://www.3com.com/products/en_US/detail.jsp?tab=features&pathtype=purchase&sku=WEBBNCRT6000SYS
PLANET IPX-2000
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PLANET IPX-2000 is the next generation voice communication platform for the small to medium enterprise. Designed as an open, scalable, and highly reliable telephony solution, the IPX-2000 is able to accept 200 extension registrations, and effectively scales from under 100 users to as many as 200 in a standard rack-mountable unit. The PLANET IPX-2000 is also designed to operate on a variety of VoIP applications, it provides centralized call control, auto-attendant, voice conferencing, PSTN access, digital and IP-based communications. 

The IPX-2000 integrates up to 8 calls via the IPX- FXO (Foreign eXchange Office, FXO) module to become a feature-rich PBX system that supports seamless communications between existing PSTN calls, analog, IP phones and SIP-based endpoints. Moreover, the IPX-2000 also integrates telephony call processing, call control, voice mail, and a widely PBX application programming interface into a highly scalable architecture designed to support both traditional circuit-based and the Internet telephony service within a distributed enterprise communications network.

With the IPX-2000, standard SIP phones can be easily integrated in your office, plus the auto-config feature, you may integrate our IP phone VIP-153T/VIP-153PT, and the analog telephone adapter - VIP-156 to build up the VoIP network deployment in minutes. 

Allowing distributed IP technology to meet traditional voice services, with proactive management interface, the IPX-2000 in the daily business process, enterprises can make people more productive, more intelligent, and highly customer satisfaction.
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Features

SIP features

· Static/Dynamic registration

· Call-based MD5 authentication

· NAT traversal for clients

· Outbound proxy with or without WAN

· Inter-proxy call hand-off 

PBX Features 

· Supports call hold; call waiting, 3-way call conference with feature phones

· Built-in in-line call transfer

· Unconditional, unavailable, busy call forward

· Per-calling-number forward and rejection

· Group-based call pick-up

· Call-parking

· Multi-room meet-me conference

· FXO disconnection tone detection

· QoS support

· Music on hold

· Outbound 900/0204 blocking 

· Intra-PBX stackable trunking

Auto Attendant Configurable IVR prompts

· Key to reach operator

· Timeout interval and timeout action

· Music on ringing extensions

· Forward to voice mail on no-answer
Voice Mail 
· User PIN

· 900 minutes recording time

· Fast-forward/Rewind/Undelete

· MWI notification

· E-mail notification

· Personal reception on unavailability and busy

· Voicemail forwarding

· Voicemail to email

SPECIFICATION 

	Product
	Internet Telephony PBX system

	Model
	IPX-2000

	Hardware

	LAN
	1 (10Base-T/100Base-TX, Auto-Negotiation)

	WAL
	1 (10Base-T/100Base-TX, Auto-Negotiation)

	Telephony ports
	Modular, depending on installed FXO module, up to 8 CO/PSTN line connection)

	Standards and protocol

	Call control
	SIP 2.0 (RFC3261)

	Voice codec support
	G.711, G.726, GSM, G.723.1 (5.3, 6.3kbps), G.729A (8kbps)

	Voice processing
	Voice Active Detection, 
DTMF detection/generation, 
G.165/G.168 echo cancellation (ECN) (25 ms.), 
Comfort noise generation (CNG), 
Gain Control

	PBX features 
	Support call hold, call waiting
3-way call conference with feature phones
Built-in in-line call transfer
Unconditional, unavailable, busy call forward
Per-calling-number forward and rejection
Group-based call pick-up
Call-parking
Intra-PBX stackable trunking 
Multi-room meet-me conference
Auto-attendant Voice mail system
Call privilege grouping 
FXO interface for PSTN Inbound/outbound
FXO disconnection tone detection
FXO hunt group Caller ID detection
Echo cancellation
In-band/RFC2833/SIP-INFO DTMF translation
Music on hold
Direct line Outbound
900/ 0204 blocking

	Auto Attendant Features
	Configurable IVR prompts
Key to reach operator Timeout interval and timeout action
Music on ringing extensions
Forward to voice mail on no-answer

	Voicemail Features
	User PIN
Multilingual
Multi-folder archive
Fast-forward/Rewind/UndeleteMWI notification
E-mail notification and attachment (Unified messaging)
Personal reception on unavailability and busy
Voicemail forwarding
Voicemail to email
Reply call or new call in voicemail menu

	Internet Sharing

	Protocol
	TCP/IP, NAT, DHCP, HTTPs, DNS

	Advanced Function
	QoS

	Management
	HTTP

	Environment 

	Operating Temperature
	0~50 degree C, 10~90% humidity 

	Power Requirement
	100-240VAC, 50/60Hz

	EMC/EMI
	CE, FCC

	Network and Configuration

	Connection type
	Static IP, PPPoE, DHCP

	Management
	Web


http://www.planet.com.tw/news/productnews/IPX-2000.htm
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